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VIEWING OPTIONS:

To make our catalog easier to read we recommend using a two page display,
as some sections have one page for the exploded view and one for the parts
listing. Changing these settings will allow you to see the exploded view and
parts listing on the screen at the same time. This can be easily done with
the following steps.

Adobe PDF Viewer

In Adobe PDF Viewer, from the main toolbar choose 'View', then 'Page
Display', turn on 'Two-Up' and 'Show Cover Page During Two-Up'

FoxIt PDF Viewer

In FoxIt PDF Viewer, from the main toolbar choose 'View', then 'Page
Display', turn on 'Facing' and 'Show Cover Page During Facing'
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entral Mine Equipment Company was founded in St Louis,

Missouri in 1928. Our initial product line included augers,

cutters and related accessories for the coal mining
industry. In 1962, we introduced our first drill rig, the CME-55.

Today, we design and manufacture a complete line of drilling
equipment for the geotechnical, environmental, mineral explo-
ration, and construction industries. We also build a complete line
of hollow-stem and continuous flight augers, auger accessories
sampling systems and all-terrain and rough-terrain carriers.

In addition to our line of quality-manufactured products, CME
is a leading provider of tools, equipment, and supplies for core
and rotary drilling, soil sampling, and ground water monitoring.

The key to our success has been product innovation and
service after the sale. Central Mine Equipment Company holds
patents covering everything from auger connections and sam-
pling systems to drill rig safety features, including an emergency
spindle brake that can stop rotation in less than a revolution. This
system is standard on all CME drill rigs.

In order to best serve the needs of our customers, all manu-
facturing, warehouse and office operations are consolidated at
our 210,000 square foot, state-of-the art facility located in St.
Louis, Missouri.

JAJC

Central Mine Equipment Company
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Performance ratings are based on engineering specifications, calculations and accepted industry standards. Capacities may vary according to drilling conditions.
CME reserves the right to amend these specifications at any time, without notice.
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SPLIT SPOON SAMPLER
LYNAC - HEAVY DUTY, 2”
34091 AW Split spoon sampler, HD, 2” x 18" (8)*
34362 AW Split spoon sampler, HD, 2” x 18" (4)*
34092 AWJ Split spoon sampler, HD, 2” x 18" (8)*
34363 AW Split spoon sampler, HD, 2” x 18" (4)*
34094 AW Split spoon sampler, HD, 2” x 24” (8)*
34364 AW Split spoon sampler, HD, 2" x 24” (4)*
34095 AW]J Split spoon sampler, HD, 2” x 24” (8)*
34365 AW]J Split spoon sampler, HD, 2” x 24” (4)*
34172 AW Split spoon sampler head assembly
34173 AW Split spoon sampler head assembly
34149 Split barrel, HD, 2” x 1.5” x 18" (8)*
34367 Split barrel, HD, 2” x 1.5” x 18" (4)*
34150 Split barrel, HD, 2”7 x 1.5” x 24" (8)*
34368 Split barrel, HD, 2”7 x 1.5” x 24" (4)*
34144 Shoe, 2” blunt, 1.375” ID (8)*
34350 Shoe, 2” sharp (ASTM) 1.375” ID (8)*
34366 Shoe, 2” blunt, 1.375” ID (4)*
34148 Shoe, 2” sharp (ASTM) 1.375” ID (4)*
NOTE: *(8) = 8 threads per inch shoe.
*(4) = 4 threads per inch shoe.

4.2
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Soil Sampling

SPLIT SPOON SAMPLER
STANDARD, 2” OD

34121 AW Split spoon sampler, std, 2”7 x 18”
34124 AW Split spoon sampler, std, 2” x 24"
34122 AW Split spoon sampler, std, 2” x 18"
34125 AW Split spoon sampler, std, 2” x 24"
34184 AW Split spoon sampler head assembly
34185 AW Split spoon sampler head assembly
34161 Split barrel, std, 2” x 18”
34162 Split barrel, std, 2” x 24”
34144 Shoe, 2”
34350 Shoe, 2” sharp

NOTE: 1) All samplers are 8 T.P.I

2) Also available in stainless steel

SPLIT SPOON SAMPLER
STANDARD, 2.5” OD

34127 AW Split spoon sampler, std, 2.5” x 18”
34130 AW Split spoon sampler, std, 2.5” x 24”
34128 AW Split spoon sampler, std, 2.5” x 18”
34131 AW Split spoon sampler, std, 2.5” x 24"
34187 AW Split spoon sampler head assembly
34188 AW Split spoon sampler head assembly
34163 Split barrel, std, 2.5” x 18"
34164 Split barrel, std, 2.5” x 24"
34145 Shoe, 2.5”

NOTE: 1) All samplers are 8 T.P.I.

JAJC
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SPLIT SPOON SAMPLER
STANDARD, 3” OD

34133 NwW Split spoon sampler, std, 3” x 18”
34135 NW Split spoon sampler, std, 3” x 24”
34371 NWjJ Split spoon sampler, std, 3” x 18”
34373 NW]J Split spoon sampler, std, 3” x 24”
34190 NW Split spoon sampler head assembly
34374 NW]J Split spoon sampler head assembly
34165 Split barrel, std, 3” x 18”
34166 Split barrel, std, 3” x 24”
34146 Shoe, 3”

NOTE: 1) All samplers are 8 T.P.I.

4215 Rider Trail North -

Central Mine Equipment Company
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HEAT - TREATED SHOES SPLIT SPOON SAMPLER

Size TPI Part No. Size TPI Part No.
27 4 Thread 34366 27 4 Thread 34148
27 8 Thread 34144 27 8 Thread 34350

2.5” 8 Thread 34145 2.5" 8 Thread N/A
3” 8 Thread 34146 37 8 Thread N/A

NOTE: 2.5” & 3” Shoes available in 4 TPI

SPRING TYPE
SAMPLE RETAINERS

Size Springs Adapter

34201 34202

BASKET RETAINER
FOR USE IN SPLIT SPOON SAMPLER

JAJC

|
H =
=

Size Part No. Size Part No.
27 34203 27 34208

2.5” 34204 2.5” N/A
3" 34205 3" 34372

4215 Rider Trail North -

Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 -

Central Mine Equipment Company

Fax: 314.291.4880 -

E-mail: info@cmeco.com
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L.A.D. SAMPLE RETAINER
WITH POLYETHYLENE SLEEVE

2" 34211 34201 34209 34210 34212

2.5” 34274 34213 34271 34272 34273

TRAP VALVES

2" 34214
2.5 34215
3” 34216

EXTENSION COUPLING

2" 34196
2.5 34197
37 34198

4215 Rider Trail North « Earth City, MO 63045 + Ph: 314.291.7700 -« 800.325.8827 - Fax: 314.291.4880 - E-mail: info@cmeco.com
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Soil Sampling

LINER SPLIT SPOON SAMPLER

34228 Brass 1.5” x 6” - for 2” sampler

34229 Brass 2” x 6" - for 2.5” sampler

34230 Brass 2.5” x 6” - for 3” sampler

34231 Stainless steel 1.5” x 6 - for 2” sampler

34232 Stainless steel 2” x 6” - for 2.5” sampler

34233 Stainless steel 2.5” x 6” - for 3” sampler

34224 Plastic 1.5” x 18” - for 2” sampler

34225 Plastic 2” x 18" - for 2.5” sampler

34226 Plastic 2.5” x 18” - for 3” sampler

34234 Plastic 1.5” x 24” - for 2” sampler

34227 Plastic 2” x 24" - for 2.5” sampler

34237 Plastic 2.5” x 24" - for 3” sampler

NOTE: Other lengths available on special order.

These liners are used for quickly removing the sample from the sampler.
Each end of the liner is covered with plastic caps to keep the sample intact.

4215 Rider Trail North -

Central Mine Equipment Company
Earth City, MO 63045 « Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 + E-mail: info@cmeco.com
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Soil Sampling CIME

PLASTIC END CAPS

34235 1.5” plastic cap

34327 2” plastic cap

34332 2.5” plastic cap

34236 4” Teflon squares (100 ct.)

NOTE: These caps are for split spoon sampler liners.
See “Thin Wall Shelby Tube and Accessories” for additional caps. (Pg.58)

EXPENDABLE POINT PENETROMETER

AW 2" 50.8 34411 34412

POCKET PENETROMETER

214045 Pocket penetrometer

JAJIC

Central Mine Equipment Company
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IME Soil Sampling

DRIVE HAMMER
SAFETY TYPE

34001 AW 140 pound safety hammer
34005 AW 300 pound safety hammer
34009 AW 350 pound safety hammer
34003 NW 140 pound safety hammer
34007 NW 300 pound safety hammer
34011 NW 350 pound safety hammer

SAFETY HAMMER

PARTS
ol 8

34016 AW Impact rod (same for 1404, 3004, 350%)

34018 NW Impact rod (same for 140#, 300#, 3504)

- 34020 | AW | End cap

34021 NW End cap

34013 1404 Safety hammer barrel

34014 3004 Safety hammer barrel

34015 3504 Safety hammer barrel

30679 - Heat treated Hammer Subs, Solid
(AW Box to AW Pin)

30680 - Heat treated Hammer Subs, Solid
(AW Box to AW]J Pin)

(I

30696 - Heat treated Hammer Subs, Solid
(NW Box to NW Pin)

30697 - Heat treated Hammer Subs, Solid
(NWJ Box to NW]J Pin)

JAJC
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THIN WALL “SHELBY”
TUBE HEADS

34240 AW 2” head assembly, cap screw style
34241 AWJ 2” head assembly, cap screw style
34281 AW 2" head assembly, click pin style
34282 AW 2” head assembly, click pin style
34243 AW 3” head assembly, cap screw style
34244 AWJ 3” head assembly, cap screw style
34247 NW 3” head assembly, cap screw style
34248 NW]J 3” head assembly, cap screw style
34284 AW 3” head assembly, click pin style
34285 AW]J 3” head assembly, click pin style
34288 NW 3” head assembly, click pin style
34289 NWjJ 3” head assembly, click pin style
34330 - Cap screw 2” head (4 req'd.)
34331 - Cap screw 3” head (4 req'd.)
34321 - Click pin 2” head (1 req'd.)
34322 - Click pin 3” head (1 req'd.)

NOTE: Heads include four cap screws or one click pin.

Cap Screw Click Pin

Head Cap Screw Head Click Pin

-

-

-

-

—

-

-
|

Central Mine Equipment Company
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Soil Sampling

THIN WALL “SHELBY”
TUBES AND ACCESSORIES

34253 Tube, steel, 2”7 x 30”
34254 Tube, galvanized, 2” x 30”
34456 Tube, steel, 37 x 24”
34457 Tube, galvanized, 3” x 24"
34256 Tube, steel, 3”7 x 30”
34257 Tube, galvanized, 3” x 30”
34266 Tube, galvanized, 3” x 36"
34327 Plastic cap 2"

34328 Plastic cap 3”

34417 Vinyl cap 2”

34418 Vinyl cap 3”

34325 Soil seal 3”7

34410 Sealing wax, 10 pound

NOTE: Other sizes available on special order.

Plastic Caps Soil Seal Sealing Wax

4215 Rider Trail North -

Central Mine Equipment Company
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Soil Sampling CIME

STATIONARY PISTON SAMPLER - 2 INCH
OPTIONS AND SPARE PARTS

PR &A= m—

1 37203 Stationary Piston Sampler Assembly
2" OD x 1.875” ID (50.8 x 47.6mm)
with 30” (762.0 mm) Sample Tube

2 37204 Head

3 37205 Clamp Spring

4 37206 Cone Clamp Assembly

5 37207 Plug

6 37208 Socket Head Cap Screw (4 req'd.)

7 37209 Packing Cup (2 req'd.)

8 37210 Piston Spacer (2 req'd.)

9 37211 Piston

10 37212 Lock washer

11 37213 Lock nut

12 34253 Steel Tube - 30”

12 34254 Galvanized Tube - 30”

13 37214 Piston Rod - Master

37215 Actuating Rod - 2 Ft.
37216 Actuating Rod - 5 Ft.
37217 Actuating Rod - 10 Ft.
4.12 JAJC
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STATIONARY PISTON SAMPLER - 3 INCH
OPTIONS AND SPARE PARTS

1 37218 Stationary Piston Sampler Assembly
37 OD x 2.875” ID (76.2 x 73.0mm)
with 30” (762.0 mm) Sample Tube

2 37219 Head

3 37205 Clamp Spring

4 37206 Cone Clamp Assembly

5 37220 Plug

6 37221 Socket Head Cap Screw (4 req'd.)

7 37222 Packing Cup (2 req'd.)

8 37223 Piston Spacer (2 req'd.)

9 37224 Piston

10 37225 Lock washer

11 37226 Lock nut

12 34256 Steel Tube - 30”7

12 34257 Galvanized Tube - 30”

13 37214 Piston Rod - Master

37215 Actuating Rod - 2 Ft.
37216 Actuating Rod - 5 Ft.
37217 Actuating Rod - 10 Ft.

JAJC

Central Mine Equipment Company
4215 Rider Trail North - Earth City, MO 63045 « Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 + E-mail: info@cmeco.com
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Bearing Head

Continnous Sample Tube System provides an efficient method for sampling
soil and weak rock simultaneously while drilling with hollow angers.

High Quality Samples e —

This system consistently recovers high quality samples in many augerable materials

such as glacial till, hard clays, shales, mine tailings, lignite, peat and loess. The sealed
bearing assembly conveys thrust during drilling to the tube and sampler shoe while |
isolating them from rotation of the center stem and augers.The undisturbed specimen
enters the sample barrel as the augers are advanced. No drilling fluid or air is required.

A bearing head sampler system is available for 2 1/4", 2 3/4", 3 1/4", 3 3/4", 4 1/4" and
6 1/4" 1.D. CME hollow-stem augers. System components include a drill rod to drive
cap adapter and 5 foot sections of AW or NW threaded drill rod. An adjustment rod
connects the drill rod to the bearing assembly and 5 foot capacity sample tube.

This center stem string positions a solid or spit-tube sampler within the lead auger.

Adjusiable Sample Tube

The adjustment rod allows you to adjust the extension of the sample tube.

For sampling soft materials, the tube can be positioned beyond the auger teeth. Al R

In harder materials, such as shales, it can be positioned behind the auger teeth. ’ Fh’"i:l'. * a_ [I;i'
LH !

Sampler retracted  Sampler extended
for hard material ~ for soft material

Clear Plastic Liners Available

Clear plastic liners can be run inside split tube samplers. Upon removal from
the sample tube, the liners containing samples can be sealed with plastic \
end-caps. These liners allow visual inspection of the sample in the field, LY
)
L .}

while keeping it intact for transport to a lab for further analysis.

Sample Shoe with Basket

A sample shoe with basket retainer is also available. The basket helps contain
the specimen within the sampler as it is withdrawn from the borehole.

Central Mine Equipment Company
4215 Rider Trail North « Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 - Fax:314.291.4880 - E-mail: info@cmeco.com
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CME 2” BEARING HEAD CONTINUOUS
SAMPLE TUBE SYSTEM FOR USE IN 2.25” HSA

1 2.25” Adjustment rod, (see pg. 4.22 for connections)
2 15506 2.25” Bearing head, 2” OD AW RH
3 15509 2.25" Split tube, 2” OD x 5" RH
4 15511 2.25" Sample Shoe, 2”7 OD 1.25” ID RH
4 15711 2.25" Sample Shoe for liner, 2” OD 1.062” ID RH
15712 2.25” Plastic liner, 1.5” OD x 30”
15713 2.25" Plastic Cap for 1.5” OD liner
4 15717 2.25” Sample Shoe for basket retainer, 2” OD 1.25” ID RH
34195 2.25” Spacer for 15717 shoe
34208 2.25” Basket retainer, 2” OD - Plastic
34203 2.25” Basket retainer, 2” OD - Steel

4215 Rider Trail North -

Central Mine Equipment Company

Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 + E-mail: info@cmeco.com

JAJIC



HW|4)

IME Soil Sampling

CME 2.5” BEARING HEAD CONTINUOUS
SAMPLE TUBE SYSTEM FOR USE IN 2.75” HSA

1 -- 2.75" Adjustment rod, (see pg. 4.22 for connections)

2 15507 2.75" Bearing head, 2.5” OD AW RH

2 15553 2.75” Bearing head, 2.5” OD AW) RH

3 15510 2.75" Split tube, 2.5” OD x 5" RH

3 15375 2.75" Solid tube, 2.5” OD x 5" RH

4 15512 2.75" Sample shoe, 2.5” OD 1.75” ID RH

4 15741 2.75" Sample Shoe for liner, 2.5” OD 1.5” ID RH
15149 2.75” Plastic liner, 2” OD x 30”
34327 2.75" Plastic Cap for 2” OD liner

4 15627 2.75" Sample Shoe for basket retainer, 2.5” OD 1.75” ID RH
34356 2.75" Spacer for 15627 shoe
34204 2.75" Basket retainer, 2.5” OD - Steel

O

JAJC
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CME 3” BEARING HEAD CONTINUOUS
SAMPLE TUBE SYSTEM FOR USE IN 3.25” HSA

1 -- 3.25” Adjustment rod, (see pg. 4.22 for connections)

2 15436 3.25” Bearing head, 3 OD AW RH

2 15606 3.25" Bearing head, 37 OD AWJ RH

3 15437 3.25" Split tube, 3” OD x 5" RH

3 15441 3.25” Solid tube, 37 OD x 5’ RH

4 15438 3.25” Sample shoe, 37 OD 2.25” ID RH

4 15440 3.25" Sample Shoe for liner, 3” OD 2” ID RH
15026 3.25” Plastic liner 2.5” OD x 30”

34332 3.25"

Plastic cap for 2.5” OD liner

4 15475 3.25"

Sample Shoe for basket retainer, 3" OD 2.19” ID RH

15242 3.25"

Spacer for 15475 shoe

34205 3.25"

Basket retainer, 3” OD - Steel

34372 3.25"

Basket retainer, 3” OD - Plastic

4215 Rider Trail North -

Central Mine Equipment Company

Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 + E-mail: info@cmeco.com
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IME Soil Sampling

CME 3.5” BEARING HEAD CONTINUOUS
SAMPLE TUBE SYSTEM FOR USE IN 3.75” HSA

1 -- 3.75" Adjustment rod, (see pg. 4.22 for connections)

2 15400 3.75" Bearing head, 3.5” OD AW RH

2 15595 3.75" Bearing head, 3.5” OD AW) RH

3 15401 3.75" Split tube, 3.5” OD x 5" RH

3 15405 3.75" Solid tube, 3.5” OD x 5" RH

4 15402 3.75" Sample shoe, 3.5” OD 2.75” ID RH

4 15403 3.75" Sample shoe for liner, 3.5” OD 2.5” ID RH
15054 3.75" Plastic liner 3” OD x 30”
34328 3.75" Plastic cap for 3” OD liner

4 15404 3.75" Sample Shoe for basket retainer, 37 OD 2.63” ID RH
15135 3.75" Spacer for 15404 shoe
34206 3.75” Basket retainer, 3.5” OD - Steel

O
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CME 4” BEARING HEAD CONTINUOUS
SAMPLE TUBE SYSTEM FOR USE IN 4.25” HSA

4.25" Adjustment rod, (see pg. 4.22 for connections)
2 15458 4.25" Bearing head, 4” OD NW RH
2 15612 3.75” Bearing head, 4” OD NWJ RH
3 15460 4.25" Split tube, 4” OD x 5" RH
3 15540 4.25" Solid tube, 4” OD x 5" RH
4 15461 4.25” Sample shoe, 4” OD 3.25” ID RH
4 15462 4.25" Sample shoe for liner, 4” OD 3” ID RH
15209 4.25" Plastic liner 3.5” OD x 30”
34333 4.25" Plastic cap for 3.5” OD liner
4 15463 4.25” Sample Shoe for basket retainer, 4 OD 3.25” ID RH
15246 4.25" Spacer for 15463 shoe
15245 4.25” Basket retainer, 4” OD - Steel

O

4215 Rider Trail North -

Central Mine Equipment Company

Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 + E-mail: info@cmeco.com
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CME 4” HEAVY DUTY BEARING HEAD CONTINUOUS
SAMPLE TUBE SYSTEM FOR USE IN 4.25” HSA

1 4.25” Adjustment rod, (see pg. 4.22 for connections)

2 15802 4.25” Bearing head, 4” OD NW RH

3 15800 4.25" Split tube, 4” OD x 5" RH

4 15801 4.25” Sample Shoe for basket retainer, 4” OD 2.63” ID RH
34206 4.25” Basket retainer, 4” OD - Steel

4215 Rider Trail North -

Central Mine Equipment Company
Earth City, MO 63045 « Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 + E-mail: info@cmeco.com
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Soil Sampling CIME

CME 6” BEARING HEAD CONTINUOUS
SAMPLE TUBE SYSTEM FOR USE IN 6.25” HSA

1 6.25" Adjustment rod, (see pg. 4.22 for connections)

2 15443 6.25" Bearing head, 6” OD NW RH

3 15447 6.25" Split tube, 6” OD x 5" RH

4 15445 6.25" Sample shoe, 6” OD 5.13” ID RH

4 15464 6.25" Sample shoe for liner, 6” OD x 4.88 ID RH
15229 6.25" Plastic liner 5.38” OD x 30”
34334 6.25" Plastic cap for 5.38” OD liner

4 15446 6.25” Sample Shoe for basket retainer, 6” OD 5.13” ID RH
15255 6.25" Spacer for 15446 shoe
15254 6.25" Basket retainer, 6” OD - Steel

O

4215 Rider Trail North -

Central Mine Equipment Company

Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 + E-mail: info@cmeco.com
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Soil Sampling

ADJUSTMENT ROD BEARING HEAD
CONTINUOUS SAMPLE TUBE SYSTEM

AW AWJ NW NW)
AW 15399 15539 15544 15508
AWJ 15563
NW 15603 15546 15448 15564
NWJ 15611

4215 Rider Trail North -

Central Mine Equipment Company
Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 -

Fax: 314.291.4880 - E-mail: info@cmeco.com
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The patented CME Continuous Sample Tube System provides

an extremely positive method for obtaining full recovery, high
quality soil samples. Since sampling is performed in conjunction
with the hollow stem auger drilling process, this system is fast
and efficient. The sample tube positively does not rotate with
the augers, so you get excellent, representative samples.

You can even document the sample orientation and determine
directional trends of fractures or contaminates.

Positive Sample R

The CME Continuous Sample Tube System uses hex rods to push
and retrieve the sampler. It has several advantages over wireline
sampling systems that use cable to retrieve the sampler. You can
always tell the precise depth of the sampler in the hole because
of the rigidity of the rods. Also, there's no latching mechanism
to cause problems. And if you get in a bind while bringing the
sampler out of the hole, you don't have to worry about broken
cables and lost samples. The hex rods can also be used with our
hollow stem auger, center hexagon drive system

Effective in Diffieult

The CME Continuous Sample Tube System works well in many
difficult formations such as glacial drift, hard clays and shales,
lignite, peat, coal, mine tailings and loess.




The sample tube is connected to a string of hex rods that extends up
through the augers and the bearing assembly. A locking rod at the top
of the string is attached to a horizontal locking plate. This plate fits
between the feed pull-down rods and positively prevents the sample
tube from rotating as the augers turn.
Downward pressure is transferred from the drill rotary box through a
bearing assembly attached to the bottom of the spindle. The locking
rod, which extends through this bearing assembly, can slide
approximately 6 inches (15.2 cm) axially.
As drilling advances and augers and rods must be added, you simply uncouple an auger connection
and raise the feed system 6 inches (15.2 cm). The auger connection will separate, giving you access
to the hex rod connection inside the auger column.

A 5 foot (1.5 m) capacity solid or split-tube sample barrel fits within the lead auger of the hollow
auger column. The extension of the sample tube is adjustable. For sampling soft materials, the tube
can be positioned beyond the auger teeth. In harder materials, such as shales, it can be positioned
behind the auger teeth.

The positioning is accomplished through an adjustment rod that connects the sampler to the hex
rods. A drive pin locks the parts together at the desired length. Adjustments are available in one

inch (2.5 cm) increments. Sampler retracted
for hard material

Clear plastic liners can be run inside split tube samplers. Upon removal from the sample tube, the
liners containing samples can be sealed with plastic end-caps. These liners allow visual inspection
of the sample in the field, while keeping it intact for transport to a lab for further analysis.

A sample shoe with basket retainer is also available. The basket helps contain
the specimen within the sampler as it is withdrawn from the borehole.

Central Mine Equipment Company

Sampler extended
for soft material

4215 Rider Trail North - Earth City, MO 63045 - Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 - E-mail: info@cmeco.com
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CME Stabilized Continuous Sample Tube System

The patented CME Continuous Sample Tube System is a sampling device that was developed to provide continuous sampling when
drilling with hollow-stem augers. The specimen enters the sampler barrel as the augers are advanced. Drilling fluids or air are not
required.

The CME Continuous Sample Tube System consists of a 5 foot sample tube with a cutting shoe that extends below the auger cutter
head. The sample tube is operated on a hexagonal shank-and-socket drill stem column. The shank-and-socket drill stems are
connected through a bearing assembly to the drill rig feed system and to a stabilizer plate to positively prevent rotation of the
sample tube with rotation of the hollow stem augers. The first drill stem in the column has an adjustable length for varying the
amount the sampler protrudes below the auger cutter head.

The stabilization of the sample tube, the tube extension adjustments and the clearance ratio of the cutting shoe with the sample tube
are all important to sample recovery and sample quality. Tube stabilization has proven to be very important in providing the most
consistent and highest quality sample.

The sampler tube is available in several sizes according to the size of the CME hollow augers it is used with. Both clear plastic

liners and steel liners can be used inside the sample tube to retain the sample. The use of the clear plastic liners allows you to

visually examine the sample in the field and yet keep it contained for transport to a lab and later testing. The clear plastic liners
can be reused several times.

The CME Continuous Sample Tube System has been used very successfully on many projects for various purposes in a variety of soil
types. With this sample system, very efficient continuous sampling can be performed to provide a complete soil profile. Obtaining

95 to 100 percent recovery is more the rule than the exception. The variety of materials that can be sampled include silt, clay, some
granular soils, glacial till, coal, shale, mine tailings and others.

One type of project where the continuous sample is used extensively is environmental projects where chemical or radiological
contamination is suspected. Most of these projects desire or require high quality continuous samples and this can be achieved very
adequately with the continuous samplers.

Drill Rig specific, consult factory for additional information.

Central Mine Equipment Company

4215 Rider Trail North + Earth City, MO 63045 - Ph: 314.291.7700 < 800.325.8827 - Fax: 314.291.4880  E-mail: info@cmeco.com
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Soil Sampling

CME 3” STABILIZED CONTINUOUS SAMPLE
TUBE SYSTEM FOR USE IN 3.25” HSA

1 15038 | 3.25” | Sample tube head assembly, 3” OD 1.625” hex
2 15023 3.25" Split tube, 3” OD 2.5” ID x 5’ LH
2 15560 3.25” Solid tube, 37 OD 2.5” ID x 5’ LH
3 15024 3.25" Sample Shoe, 3”7 OD 2.25” ID LH
3 15125 | 3.25” | Sample Shoe for liner, 3” OD 2” ID LH
3.25” | Plastic liner 2.5” OD x 30”
3.25” | Plastic cap for 2.5” OD liner
3.25” | Sample Shoe for basket retainer, 37 OD 2.19” ID LH
3.25” Basket retainer, 3”7 OD - Steel
3.25” Basket retainer, 3” OD - Plastic

15134

Locking chain wrench

4 15032

Adjustment Rod

19240

Drill stem with drive pin, 1.625” hex x 5’

15036

Drive pin DP2000 short

19264

Hoisting socket 1.625” hex

4215 Rider Trail North -

Central Mine Equipment Company

Earth City, MO 63045 - Ph: 314.291.7700 -

800.325.8827 - Fax: 314.291.4880 - E-mail: inffo@cmeco.com
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Soil Sampling CIME

CME 3” HEAVY DUTY STABILIZED CONTINUOUS

SAMPLE TUBE SYSTEM FOR USE IN 3.25” HSA
1 15767 | 3.25” | Sample tube head assembly, HD 3” OD 1.625” hex LH
h@ 2 15768 3.25" Split tube, HD 37 OD 2” ID x 5’ LH
3 15769 3.25" Sample Shoe, HD 3” OD 1.75” ID LH
3 15770 3.25" Sample Shoe, HD 3” OD 1.5” ID LH
15134 - Locking chain wrench
4 15032 - Adjustment Rod
19240 - Drill stem with drive pin, 1.625” hex x 5’
15036 - Drive pin DP2000 short
19264 - Hoisting socket 1.625” hex

4.25 JAJC
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3.75"

Sample tube head assembly, 3.5” OD 1.625" hex

3.75"

Split tube, 3.5” OD 3” ID x 5’ LH

3.75"

Solid tube, 3.5” OD 3” ID x 5’ LH

3.75"

Sample Shoe, 3.5” OD 2.75” ID LH

3 15126

3.75"

Sample Shoe for liner, 3.5” OD 2.5” ID LH

15054

3.75"

Plastic liner 3 OD x 30”

34328

3.75"

Plastic cap for 3”7 OD liner

3 15133

3.75"

Sample Shoe for basket retainer, 3.5” OD 2.63” ID LH

34206

3.75"

Basket retainer, 3”7 OD - Steel

15134

CME 3.5” STABILIZED CONTINUOUS SAMPLE
TUBE SYSTEM FOR USE IN 3.75” HSA
"@ 2 15051
O

Locking chain wrench

4 15032 - Adjustment Rod
19240 - Drill stem with drive pin, 1.625” hex x 5
15036 - Drive pin DP2000 short
19264 - Hoisting socket 1.625” hex

4215 Rider Trail North -

Central Mine Equipment Company
Earth City, MO 63045 « Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 + E-mail: info@cmeco.com
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Soil Sampling CIME

CME 3.5” HEAVY DUTY STABILIZED CONTINUOUS

SAMPLE TUBE SYSTEM FOR USE IN 3.75” HSA
1 15696 3.75” Sample tube head assembly, HD 3.5” OD 1.625" hex LH
'_® 2 15697 3.75" Split tube, HD 3.5” OD 2.5” ID x 5" LH

3 15698 3.75" Sample Shoe, HD 3.5” OD 2.25” ID LH

3 15700 | 3.75” | Sample Shoe HD for liner, 3.5” OD 2” ID LH
15026 3.75” Plastic liner 2.5” OD x 30”
34332 3.75” | Plastic cap for 2.5” OD liner

3 15699 [ 3.75” [ Sample Shoe HD for basket retainer, 3.5” OD 2.25" ID LH
34205 3.75” Basket retainer, HD 3.5” OD - Steel
34372 3.75” Basket retainer, HD 3.5” OD - Plastic
15134 - Locking chain wrench

4.27 JAIC
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4 15032 - Adjustment Rod

19240 - Drill stem with drive pin, 1.625” hex x 5

15036 - Drive pin DP2000 short

19264 - Hoisting socket 1.625” hex
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Soil Sampling

CME 4” STABILIZED CONTINUOUS SAMPLE
TUBE SYSTEM FOR USE IN 4.25” HSA

1 15128 | 4.25” | Sample tube head assembly, 4” OD 1.625” hex
2 15034 4.25" Split tube, 4” OD 3.5” ID x 5’ LH
2 15558 4.25" Solid tube, 4” OD 3.5” ID x 5’ LH
3 15081 4.25" Sample Shoe, 4” OD 3.25” ID LH
3 15247 | 4.25” | Sample Shoe for liner, 4” OD 3” ID LH
4.25” | Plastic liner 3.5” OD x 30”
4.25" | Plastic cap for 3.5” OD liner
4.25” | Sample Shoe for basket retainer, 4” OD 3.25” ID LH
4.25" Basket retainer, 4” OD - Steel
- Locking chain wrench
4 15032 - Adjustment Rod
19240 - Drill stem with drive pin, 1.625” hex x 5
15036 - Drive pin DP2000 short
15536 4.25" Guide Ring

19264

Hoisting socket 1.625” hex

4215 Rider Trail North -

Central Mine Equipment Company

Earth City, MO 63045 - Ph: 314.291.7700 -

800.325.8827 - Fax: 314.291.4880 - E-mail: inffo@cmeco.com
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Soil Sampling CIME

CME 4” HEAVY DUTY STABILIZED CONTINUOUS
SAMPLE TUBE SYSTEM FOR USE IN 4.25” HSA
1 15598 | 4.25” | Sample tube head assembly, HD 4” OD 1.625" hex
h@ 2 15599 4.25" Split tube, HD 4” OD 3” ID x 5’ LH

3 15600 4.25" Sample Shoe, HD 4” OD 2.75” ID LH

3 15601 4.25” | Sample Shoe HD for liner, 4 OD 2.5” ID LH
15054 | 4.25” | Plastic liner 3” OD x 30”
34328 | 4.25” | Plastic cap for 3” OD liner

3 15613 | 4.25” | Sample Shoe HD for basket retainer, 4" OD 2.63" ID LH
34206 4.25" Basket retainer, 4” OD - Steel
15134 - Locking chain wrench

4 15032 - Adjustment Rod

4.29 JAJC
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19240 - Drill stem with drive pin, 1.625” hex x 5’

15036 - Drive pin DP2000 short

15536 4.25" Guide Ring

19264 - Hoisting socket 1.625” hex
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Soil Sampling

CME 6” STABILIZED CONTINUOUS SAMPLE
TUBE SYSTEM FOR USE IN 6.25” HSA

1 15328 | 6.25” | Sample tube head assembly, 6” OD 1.625” hex
2 15330 6.25” Split tube, 6” OD 5.38” ID x 5’ LH
2 15580 6.25” Solid tube, 6” OD 5.38” ID x 5’ LH
3 15329 6.25" Sample Shoe, 6” OD 5.13” ID LH
3 15334 6.25” Sample Shoe for liner, 6” OD 4.88” ID LH
6.25” | Plastic liner 5.375” OD x 30”
6.25” | Plastic cap for 5.375” OD liner
6.25” | Sample Shoe for basket retainer, 6” OD 5.13” ID LH
6.25" Basket retainer, 6”7 OD - Steel
- Locking chain wrench
4 15032 - Adjustment Rod
19240 - Drill stem with drive pin, 1.625” hex x 5
15036 - Drive pin DP2000 short
15397 6.25” Guide Ring 4.25”

19264

Hoisting socket 1.625” hex

4215 Rider Trail North -

Central Mine Equipment Company

Earth City, MO 63045 - Ph: 314.291.7700 -

800.325.8827 - Fax: 314.291.4880 - E-mail: inffo@cmeco.com
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Drilling Tools CIME

VIEWING OPTIONS:

To make our catalog easier to read we recommend using a two page display,
as some sections have one page for the exploded view and one for the parts
listing. Changing these settings will allow you to see the exploded view and
parts listing on the screen at the same time. This can be easily done with
the following steps.

Adobe PDF Viewer

In Adobe PDF Viewer, from the main toolbar choose 'View', then 'Page
Display', turn on 'Two-Up' and 'Show Cover Page During Two-Up'

FoxIt PDF Viewer

In FoxIt PDF Viewer, from the main toolbar choose 'View', then 'Page
Display', turn on 'Facing' and 'Show Cover Page During Facing'

JAJIC

Central Mine Equipment Company
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CME Drilling Tools
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Drill ROd RECOVETY TaPS «.euurenninniiiniiuiiiniiiiiiiiiiiiiiiuieeiieeiteestittaetaseasseestaessasssasssassssssanssassss 5.32
DTAIl ROA WIPLTS «.ceeniiniiniiniieiieiieiieiietierrerrestesressessessessessessessassassassossessossassassassassassassassassassas 5.33
HOISHING SWIVELS euiinniiniiiiiiiiiiiiiiiiiiiiii ettt e raecraecsasssastonstanstasssasssasssnssanss 5.32
KWiK KIAIIPS . e cnieiieniiiiiiiieiiiitieeeeeeceecresnessessessessessessessessessessessessessessassnssassassassassnssnssnssns 5.30
20T 1 () 20T 3 5.18
SIip Rings & HOIAING ITOM ..cc.vunimeieiiieiieiiiiiiiiiiiiiieeieieeteeteetaeeranesasssnssonssonssasssasssasssasses 5.31
SUDS & AQAPLETS oneneneeieieieieeieeieeeeeteceeceeceeceeceeceesessssssessessessessessessessessessessassassnssnssnssnssnnns 5.12
Water Swivels, Side Feed & Bail TYPE «.cceuveermniimiieiiiiiiiiiiieiecreerereesreesroeeronerenesansenssonssanes 5.20

JAJC

Central Mine Equipment Company
4215 Rider Trail North - Earth City, MO 63045 + Ph: 314.291.7700 + 800.325.8827 + Fax: 314.291.4880 *+ E-mail: info@cmeco.com
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W4

Drilling Tools

CIME

DRILL ROD (DCDMA)
W SERIES - COUPLED

Part No. | Weight Part No. | Weight
1 Ft. 30009 541b/2.4 KG 1 Ft. 30025 11.41b/5.2 KG
2 Ft. 30010 9.41b/4.3 KG 2 Ft. 30026 18.7 b/ 8.5 KG
5 Ft. 30011 21.6 Ib/9.8 KG 5 Ft. 30027 32.21b/14.6 KG
10 Ft. 30012 41.91b/19 KG 10 Ft. 30028 80.3 Ib/36.4 KG

Part No. Weight

Part No.

DRILL ROD COUPLING

Weight

21b/.9 KG

30031

30035

551b/2.5KG

W SERIES SPECIFICATIONS®

1.75" / 44.5 mm

oD Tube Wall ID Treads
Tube Thickness Coupling Per Inch
250" / 6.35 mm .625” /15.9 mm 3

oD Tube Wall ID Treads
Tube Thickness Coupling Per Inch
2.625"/66.7 mm .3137/7.95 mm 1.375”/34.9 mm 3

* NOTE: All AW & NW Dirrill Rods are parallel walls.

4215 Rider Trail North -

Central Mine Equipment Company
Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 + E-mail: info@cmeco.com
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Drilling Tools

DRILL ROD (DCDMA)

W SERIES - SPECIFICATIONS

oD Tube Wall ID Treads Weight of
Of Drill Rod Thickness Of Drill Rod Per Inch | Drill Rod / per ft.
1.375/34.9 mm| .218"” /55 mm |[.9375”/23.8 mm 3 2.81b/4.2 KG
ID Of Coupling Weight Of Coupling

4375 /11.1 mm

11b. /.45 KG

oD Tube Wall ID Treads Weight of
Of Drill Rod Thickness Of Drill Rod Per Inch | Drill Rod / per ft.
1.75“ /445 mm | 250" /6.3 mm | 1.25”/31.8 mm 3 431b/6.4KG
ID Of Coupling Weight Of Coupling
.625/15.8 mm 2 Ib. /.90 KG

oD Tube Wall 1D Treads Weight of
Of Drill Rod Thickness Of Drill Rod Per Inch | Drill Rod / per ft.
2.125"/53.9 mm| .187”/4.7 mm | 1.75" /44.4 mm 3 431b/6.4KG
ID Of Coupling Weight Of Coupling
75719 mm 3.51b./1.6 KG

oD Tube Wall ID Treads Weight of
Of Drill Rod Thickness Of Drill Rod Per Inch | Drill Rod / per ft.
2.625"/66.6 mm| .187” /4.7 mm | 2.25"/57.1 mm 3 5.51b/8.2 KG
ID Of Coupling Weight Of Coupling
1.375/34.9 mm 5.51b./2.5KG

oD Tube Wall ID Treads Weight of
Of Drill Rod Thickness Of Drill Rod Per Inch | Drill Rod / per ft.
3.5”/88.9 mm 218”7 /5.5 mm |3.062”/77.8 mm 3 8.81b/13.1 KG
ID Of Coupling Weight Of Coupling

2.375"/60.3 mm

7.6 1b./3.4 KG

4215 Rider Trail North -

Central Mine Equipment Company

Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 -

Fax: 314.291.4880 < E-mail: info@cmeco.com
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Drilling Tools

DRILL ROD (DCDMA)
W]J SERIES - JOINTED

Part No. | Weight Part No. | Weight
1 Ft. 30036 4.61b/2.1KG 1Ft. 30727 9.7 b/ 4.4 KG
2 Ft. 30037 8.8 1b /4.0 KG 2 Ft. 30728 14.51b /6.5 KG
3 Ft. 30048 15 1b /6.8 KG 3 Ft. 30049 19 1b /8.6 KG
5 Ft. 30038 21.11b /9.6 KG 5 Ft 30729 301b/13.6 KG
10 Ft. 30039 411b/18.6 KG 10 Ft. 30730 51.51b/23.4 KG

W] SERIES SPECIFICATIONS

oD Tube Wall ID Treads
Tube Thickness Pin Per Inch
1.75“ / 44.5 mm 250”7/ 6.35 mm .625” /15.9 mm 5

oD Tube Wall ID Treads
Tube Thickness Pin Per Inch
2.625 /66.7 mm 188"/ 4.78 mm 1.125”/28.6 mm 4

4215 Rider Trail North -

Central Mine Equipment Company
Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 + E-mail: info@cmeco.com
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Drilling Tools

DRILL ROD - HEAVY DUTY (3.5” OD)

1 Ft. - - 5 Ft. 37229 61.7 Ib/28.0 KG

2 Ft. 37230 26.41b/12.0KG 10 Ft. 37228 114.5 Ib/52.0 KG

HEAVY DUTY DRILL ROD SPECIFICATIONS

2"x2.75
51x69.85 mm

3377 1.75” 4
8.56 mm 44.5 mm

3.5” 3.5
88.9 mm

SUBS - 2.375 API IF

Part No. Description
37231 NW Box - 2.375 API IF Pin 6”
37232 NW Box - 2.375 API IF Pin
37233 NW] Box - 2.375 API IF Pin

Part No Description
37234 2.375 Reg. Box - 2.375 API IF Box
37235 2.875 Reg. Box - 2.375 API IF Box
37236 3.5 Reg. Box - 2.375 API IF Box
37237 4.5 Reg. Box - 2.375 API IF Box

4215 Rider Trail North -

Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 -

Central Mine Equipment Company

Fax: 314.291.4880 < E-mail: info@cmeco.com
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Drilling Tools

CIME

CASING
W SERIES - FLUSH JOINT

Part No. | Weight Part No. | Weight
1 Ft. 30072 7.01b /3.1 KG 1Ft. 30076 9.0 Ib /4.1 KG
2 Ft. 30073 14.0 b/ 6.3 KG 2 Ft. 30077 17.01b /7.7 KG
5 Ft. 30074 35.01b/15.9 KG 5 Ft. 30078 43.01b/19.5 KG
10 Ft. 30075 70.0 Ib/31.8 KG 10 Ft. 30079 86.01b/39.1 KG

Part No. | Weight Part No. | Weight
1 Ft. 30080 12.01lb /5.4 KG 1 Ft. 30000 15.01b /6.8 KG
2 Ft. 30081 23.01b/10.4 KG 2 Ft. 30001 29.0 b/ 13.1 KG
5 Ft. 30082 58.0Ib/26.3 KG 5 Ft. 30002 70.01b /31.8 KG
10 Ft. 30083 117.0 Ib /53.1 KG 10 Ft. 30003 144.0 Ib / 65.4 KG

Part No. | Weight Part No. | Weight
1 Ft. 30088 20.0 b /9.1 KG 1 Ft 30092 23.01b/10.4 KG
2 Ft. 30089 40.01b/18.1 KG 2 Ft. 30093 46.01b/20.9 KG
5 Ft. 30090 100.0 Ib / 45.4 KG 5 Ft. 30094 117.0 Ib/53.1 KG
10 Ft. 30091 200.0 Ib /90.9 KG 10 Ft. 30095 234.01b/106.3 KG

Part No. Weight
1 Ft. 30096 24.0 b/ 10.9 KG
2 Ft. 30097 48.0 Ib/21.8 KG
5 Ft. 30098 119.0 b / 54.0 KG
10 Ft. 30099 238.0Ib/108.1 KG

4215 Rider Trail North -

Central Mine Equipment Company

Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880  E-mail: info@cmeco.com
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CASING
W SERIES - SPECIFICATIONS

oD Tube Wall ID Treads
Of Casing Thickness Of Casing Per Inch
2.875"/73.0 mm 250”7 /12.7 mm 2.375"/60.3 mm 4

oD Tube Wall ID Treads
Of Casing Thickness Of Casing Per Inch
3.5“/88.9 mm 250”7 /12.7 mm 3.0"/76.2 mm 4

oD Tube Wall ID Treads
Of Casing Thickness Of Casing Per Inch
4.5“/114.3 mm 250”7 /12.7 mm 4.0”/101.6 mm 4

oD Tube Wall ID Treads
Of Casing Thickness Of Casing Per Inch
5.5 /139.7 mm 250”7 /12.7 mm 5.0"/127.0 mm 3

oD Tube Wall ID Treads
Of Casing Thickness Of Casing Per Inch
6.625” / 168.3 mm 312”7 /15.9 mm 6.0” /152.4 mm 3

oD Tube Wall ID Treads
Of Casing Thickness Of Casing Per Inch
7.625“ /193.7 mm 312”7 /15.9 mm 7.0"/177.8 mm 2

oD Tube Wall ID Treads
Of Casing Thickness Of Casing Per Inch
8.625/219.1 mm 312”7 /15.9 mm 8.0”/203.2 mm 2

4215 Rider Trail North -

Central Mine Equipment Company

Earth City, MO 63045 - Ph: 314.291.7700 -+ 800.325.8827 -

Fax: 314.291.4880 - E-mail: info@cmeco.com
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W4
Drilling Tools

i () —

CIME

NW Casing Advancer

1 37100 Assembly NW Casing Advancer
| 2 37101 Driver NW Casing Advancer
3 37102 Latch Body NW Casing Advancer
4 37103 Release Shaft NW Casing Advancer
5 37104 Spear Head NW Casing Advancer
6 37105 Bit Sub NW Casing Advancer
7 37106 Latch Shoe Set NW Casing Advancer
8 37107 Locating Pin NW Casing Advancer (2 req'd.)
9 37108 Spring NW Casing Advancer (2req'd.)
8 10 37109 Disk Loc Washer NW Casing Advancer
11 37110 Stop Latch Set NW Casing Advancer
12 37111 Stop Latch Spring NW Casing Advancer
13 37112 Stop Latch Pin NW Casing Advancer
14 37113 Split Cotter NW Casing Advancer (2 req'd.)
15 37114 Spacer Set NW Casing Advancer
37115 Loading Sleeve NW Casing Advancer (included in assembly)
A

Section A

* NOTE: Casing Shoe and Rock Bit not included.

4215 Rider Trail North -

Central Mine Equipment Company

Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880  E-mail: info@cmeco.com
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> HW/HWT Casing Advancer

1 37117 Assembly HW Casing Advancer
2 | 1 37128 Assembly HWT Casing Advancer
[ 2 37118 Driver HW Casing Advancer
3 2 37129 Driver HWT Casing Advancer
3 37119 Latch Body HW Casing Advancer
4 e /| 4 37103 Release Shaft HW Casing Advancer
2 "“EL_"_E 5 37104 Spear Head HW Casing Advancer
o 6 37120 Bit Sub HW Casing Advancer
o 7 37121 Latch Shoe Set HW Casing Advancer
9 . 8 37107 Locating Pin HW Casing Advancer (2 req'd.)
A 9 37108 Spring HW Casing Advancer (2req'd.)
\; A 10 37109 Disk Loc Washer HW Casing Advancer
- :_:_Lml 11 37122 Stop Latch Set HW Casing Advancer
:I l,i 12 37111 Stop Latch Spring HW Casing Advancer
i i 13 37123 Stop Latch Pin HW Casing Advancer
l—_li I_—, 14 37113 Split Cotter HW Casing Advancer (2 req'd.)
A A 15 37114 Spacer Set HW Casing Advancer
37125 Loading Sleeve HW Casing Advancer (included in assembly)
37130 Loading Sleeve HWT Casing Advancer (included in assembly)

Section A

s () —

* NOTE: Casing Shoe and Rock Bit not included.

JAJC

Central Mine Equipment Company
4215 Rider Trail North - Earth City, MO 63045 + Ph: 314.291.7700 + 800.325.8827 + Fax: 314.291.4880 *+ E-mail: info@cmeco.com
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Drilling Tools CIME

CASING - DRIVE SHOES

Part No.

30124 30125 30126

30127

Part No.

WATER TEES - FLUSH JOINT CASING

29995 29996 29997

29994

4215 Rider Trail North -

Central Mine Equipment Company

Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 + E-mail: info@cmeco.com
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SUBS - FLUSH JOINT CASING

Part No. Description

30274 AW Rod - NW Casing

30299 AW] Rod - NW Casing

30377 NW Rod - NW Casing

30407 NW]J Rod - NW Casing

30378 NW Rod - HW Casing

30408 NWJ Rod - HW Casing

30379 NW Rod - HWT Casing

30380 NW]J Rod - HWT Casing

Note: HWT Casing is not interchangeable with HW series casing.

HWT rod/casing is used as the Drill Rod for the P W/L Core Barrel.

JAJC

Central Mine Equipment Company
4215 Rider Trail North - Earth City, MO 63045 « Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 + E-mail: info@cmeco.com
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CIME

SUBS - ADAPTERS

Part No. Description Part No. Description
30252 A - AW 30294 AW] - N4
30253 A - AWJ 30295 AW] - N3
30254 A - BW 30296 AW] - N\W
30256 A - N4 30297 AW] - NWJ
30257 A-N3 30311 AW] - 1.125 Hex
30258 A -NW 30312 AW] - 1.625 Hex
30259 A -NWJ 30725 AW]J - 1.25-7 UNC
30265 AW - A 30314 BW - A
30266 AW - AW] 30315 BW - AW
30267 AW - BW 30316 BW - AWJ
30269 AW - N4 30318 BW - N4
30270 AW - N3 30319 BW - N3
30271 AW - NW 30320 BW - NW
30272 AW - NWJ 30321 BW - NWJ
30286 AW - 1.125 Hex 30339 N4 - A
30287 AW - 1.625 Hex 30340 N4 - AW
30755 AW - 1.25-7 UNC 30341 N4 - AWJ
30290 AW] - A 30342 N4 - BW
30291 AW] - AW 30344 N4 - N3

4215 Rider Trail North -

Central Mine Equipment Company

Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880  E-mail: info@cmeco.com
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SUBS - ADAPTERS

Part No. Description Part No. Description
30345 N4 - NW 30370 NW - N4 *
30346 N4 - NWJ 30371 NW - N3 *
30349 N4 - 1.125 Hex 30372 NW - NW]J *
30350 N4 - 1.625 Hex 30392 NW - 1.125 Hex
30352 N3 -A 30393 NW - 1.625 Hex
30353 N3 - AW 30395 NWJ - A
30354 N3 - AWJ 30396 NW] - AW
30355 N3 - BW 30397 NW] - AWJ
30357 N3 - N4 30398 NW]J - BW
30358 N3 - NW 30400 NWJ - N4
30359 N3 - NWJ 30401 NW]J - N3
30362 N3 - 1.125 Hex 30402 NW] - NW
30363 N3 - 1.625 Hex 30422 NW]J - 1.125 Hex
30365 NW - A * 30423 NW]J - 1.625 Hex
30366 NW - AW * 37231 NW Box - 2.375 API IF Pin 6”
30606 NW - AwWj * 37232 NW Box - 2.375 API IF Pin
30368 NW - BW * 37233 NWJ Box - 2.375 API IF Pin

Note: Other combinations & sizes of subs available.
* 6” Body length.

4215 Rider Trail North -

Central Mine Equipment Company
Earth City, MO 63045 -« Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 < E-mail: info@cmeco.com
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CME 3.5 KELLY SUBS - 2.375 API IF

Part No.

Description

30356

2.375 API IF Box - N W/L Pin

30592

2.375 API IF Box - H W/L Pin 4 Lg.

30608

2.375 API IF Box - NWJ Pin 5 Lg.

30609

2.375 API IF Box - NW Pin 5 Lg.

30611

2.375 API IF Box - N3 Pin 5 Lg.

30612

2.375 API IF Box - N4 Pin 5 Lg.

30613

2.375 API IF Box - AW Pin 5 Lg.

30614

2.375 API IF Box - AWJ Pin 5 Lg.

4215 Rider Trail North -

Central Mine Equipment Company

Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 + E-mail: info@cmeco.com
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SUBS - ADAPTERS

Part No. Description Part No. Description
30446 A - AW 30476 AW] - 1.625 Hex
30447 A - AWJ 30479 BW - N4
30448 A - BW 30480 BW - N3
30450 A - N4 30481 BW - NW
30451 A-N3 30482 BW - NWJ
30452 A - NW 30484 BW - 1.125 Hex
30453 A - NWJ 30485 BW - 1.625 Hex
30454 A - 1,125 Hex 30495 N4 - N3
30455 A - 1.625 Hex 30496 N4 - NW
30457 AW - AWJ 30497 N4 - NWJ
30458 AW - BW 30499 N4 - 1.125 Hex
30460 AW - N4 30500 N4 - 1.625 Hex
30461 AW - N3 30502 N3 - NW
30462 AW - NW 30503 N3 - NWJ
30463 AW - NW] 30505 N3 - 1.125 Hex
30465 AW - 1.125 Hex 30506 N3 - 1.625 Hex
30466 AW - 1.625 Hex 30508 NW - NW]
30470 AW]J - N4 30515 NW - 1.125 Hex
30472 AW] - N\W 30516 NW - 1.625 Hex
30473 AW] - NWJ 30519 NW]J - 1.125 Hex
30475 AW]J - 1.125 Hex 30520 NW]J - 1.625 Hex

JAJC

Central Mine Equipment Company
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Drilling Tools CIME

SUBS - ADAPTERS

Part No. Description Part No. Description
30132 A - AW 30193 N4 - N\W
30133 A - AWJ 30194 N4 - NW]
30134 A - BW 30195 N4 - 2.375 API
30140 A - 1.125 Hex 30196 N4 - 2.875 API
30141 A - 1.625 Hex 30199 N4 - NXWL
30144 AW - AW) 30201 N4 - NW/L
30145 AW - BW 30204 N4 - 1.125 Hex
30147 AW - N4 30205 N4 - 1.625 Hex
30148 AW - N3 30208 N3 - NW
30149 AW - NW 30209 N3 - NW]
30150 AW - NWJ 30210 N3 - 2.375 API
30156 AW - 1.125 Hex 30211 N3 - 2.875 API
30157 AW - 1.625 Hex 30215 N3 - 1.125 Hex
30151 AW - 2.375 API 30216 N3 - 1.625 Hex
30152 AW - 2.875 API 30219 NW - NWjJ
30162 AWJ - N4 30220 NW - 2.375 API
30164 AWJ - NW 30221 NW - 2.875 API
30165 AWJ - NWJ 30222 NW - 3.500 API
30171 AW]J - 1.125 Hex 30226 NW - 1.125 Hex
30172 AW] - 1.625 Hex 30227 NW - 1.625 Hex
30166 AW] - 2.375 API 30230 NWJ - 2.375 API
30167 AW]J - 2.875 API 30231 NW] - 2.875 API
30176 BW - N4 30232 NW] - 3.500 API
30178 BW - NW 30236 NWJ - 1.125 Hex
30179 BW - NW]J 30237 NWJ - 1.625 Hex
30180 BW - 1.125 Hex 34415 NWY/L - 2.375 API
30181 BW - 1.625 Hex 34416 NW/L - 2.875 API
30192 N4 - N3

4215 Rider Trail North -

Central Mine Equipment Company
Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 + E-mail: info@cmeco.com
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ROLLER/DRAG BIT - SUBS

Part No. Description
30147 AW - N4
30162 AW]J - N4
30193 N4 - NW
30194 N4 - NW]
30199 N4 - NXWL
30201 N4 - NW/L
30151 AW - 2.375 API
30166 AW] - 2.375 API
30152 AW - 2.875 API
30167 AW] - 2.875 API
30220 NW - 2.375 API
30221 NW - 2.875 API
30222 NW - 3.500 API
30230 NW]J - 2.375 API
30231 NW]J - 2.875 API
30232 NW]J - 3.500 API
34415 NW/L - 2.375 API
34416 NW/L - 2.875 API
37234 2.375 Reg. Box - 2.375 API IF Box
37235 2.875 Reg. Box - 2.375 API IF Box
37236 3.5 Reg. Box - 2.375 API IF Box
37237 4.5 Reg. Box - 2.375 API IF Box

JAJC

Central Mine Equipment Company

4215 Rider Trail North - Earth City, MO 63045 - Ph:314.291.7700 - 800.325.8827 -

Fax: 314.291.4880 - E-mail: info@cmeco.com
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CIME

ROLLER ROCK BITS - MILLTOOTH

32016 2.125" 2 Cone A Box
32018 2.125" 2 Cone AW Box
32027 2.375" 2 Cone AW Pin
32060 2.9375” 3 Cone N4 Pin
32069 3.125” 3 Cone N4 Pin
32095 3.625” 3 Cone 2.375" API
32103 3.875” 3 Cone 2.375" API
32111 4.125" 3 Cone 2.375" API
32119 4.5” 3 Cone 2.375" API
32124 4.875" 3 Cone 2.875" API
32135 5.625" 3 Cone 3.500” API
32139 5.875" 3 Cone 3.500” API

NOTE: Also available, Bits w/Tungsten Carbide Inserts (TCI), shown picture, below right.
available upon request.

Retips and Reruns

NOTE: See page 5.17 for Bit Subs

4215 Rider Trail North -

Central Mine Equipment Company
Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 + E-mail: info@cmeco.com
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CARBIDE INSERT DRAG BITS - CHEVRON

32167 2.000” 3 Wing AW Pin
32175 2.250"” 3 Wing AW Pin
32179 2.500” 3 Wing AW Pin
32191 2.9375" 3 Wing N4 Pin
32195 3.125” 3 Wing N4 Pin
32207 3.500” 3 Wing N4 Pin
32225 3.875” 3 Wing 2.375" API
32233 4.125" 3 Wing 2.375” API
32240 4.750" 3 Wing 2.375" API
32258 6.000” 3 Wing 3.500” API

NOTE: Also available in Step Type, shown picture, below right.

NOTE: See pa

ge 5.17 for Bit Subs

4215 Rider Trail North -

Central Mine Equipment Company

Earth City, MO 63045 + Ph: 314.291.7700 - 800.325.8827 -

Fax: 314.291.4880 < E-mail: info@cmeco.com
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Water Swivel

TR

JAJIC
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Water Swivel

1 30860 Swivel, Iron, 1.25” male NPT hose connection with 1.25” NPT LH pin lower connection
1 31133 Swivel, Iron, 1.25” male NPT hose connection with CMK LH pin lower connection
2 30861 Gooseneck, 1.25” male NPT

3 30862 Bail with nuts

4 30863 Packing (2 req'd.)

4 31086 Packing, 90 Duro (2 req'd.) Air

4 31137 Packing, Viton (2 req'd.)

5 30864 Wearbushing

6 31134 Bearing Spindle Shaft 1) with 1.25” NPT LH pin lower connection (Mated set)

6 31135 Bearing Spindle Shaft 1) with CMK LH pin lower connection (Mated set)

7 30867 Housing Seals (2 req'd.)

8 30868 Bearing Housing

9 30869 Bearings (2 req'd.)

4215 Rider Trail North -

Central Mine Equipment Company

Earth City, MO 63045 « Ph: 314.291.7700 - 800.325.8827 - Fax: 314.291.4880 + E-mail: info@cmeco.com
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Drilling Tools CIME

Water Swivel

5.22 JAIC

Central Mine Equipment Company
4215 Rider Trail North « Earth City, MO 63045 + Ph: 314.291.7700 -« 800.325.8827 - Fax: 314.291.4880 - E-mail: info@cmeco.com



JAJC

IME

4 I 4 )
Drilling Tools

Water Swivel

1 30870 Swivel, Iron, 1.5” female NPT hose connection with 1.5” NPT LH pin lower connection
1 31125 Swivel, Iron, 1.5” female NPT hose connection with CMK LH pin lower connection
2 30871 Gooseneck, 1.5” female NPT

3 30872 Bail with nuts

4 30873 Packing (2 req'd.)

4 31075 Packing, 90 Duro (2 req'd.) Air

4 31138 Packing, Viton (2 req'd.)

5 30874 Wearbushing

6 31126 Bearing Spindle Shaft 2J with 1.5” NPT LH pin lower connection (Mated set)

6 31127 Bearing Spindle Shaft 2J with CMK LH pin lower connection (Mated set)

7 30877 Housing Seals (2 req'd.)

8 30878 Bearing Housing

9 30879 Bearings (2 req'd.)
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Drilling Tools

Water Swivel

1 31069 Swivel, Iron, 2” female NPT hose connection with 2” NPT LH pin lower connection
1 31064 Swivel, Iron, 2” female NPT hose connection with CMK 6V LH pin lower connection
2 31037 Gooseneck, 2” female NPT

3 31038 Bail with nuts

4 30904 Packing (2 req'd.)

4 31035 Packing, 90 Duro (2 req'd.) Air

4 31139 Packing, Viton (2 req'd.)

5 30905 Wearbushing

6 31128 Bearing Spindle Shaft 3J with 2” NPT LH pin lower connection (Mated set)

6 31129 Bearing Spindle Shaft 3] with CMK 6V LH pin lower connection (Mated set)

7 30908 Housing Seals (2 req'd.)

8 30909 Bearing Housing

9 30910 Bearings (2 req'd.)

10 30912 Spindle Thread Seal

4215 Rider Trail North -
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Side Feed Swivel

1 31102 Side Feed Swivel, 1.125” hex x AW box, 1”7 NPT female hose connection
1 31103 Side Feed Swivel, 1.625” hex x AW box, 1”7 NPT female hose connection
2 31106 Stem, 1.125" hex x AW box, RH
2 31107 Stem, 1.625" hex x AW box, RH
3 31110 Packoff housing, 1” NPT hose connection
4 31111 Packing set (2 req'd.)
5 31112 Bearings (2 req'd.)
6 31113 Packing retainer (2 req'd.)
7 31114 Bearing retainer (2 req'd.)
JAJC 5.27
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Side Feed Swivel

1 31104 Side Feed Swivel, 1.625” hex x NW box, 1.25” NPT female hose connection
1 31105 Side Feed Swivel, 2” hex x NW box, 1.25” NPT female hose connection
2 31108 Stem, 1.625” hex x NW box, RH
2 31109 Stem, 2” hex x NW box, RH
3 31115 Packoff housing, 1.25” NPT hose connection
4 31116 Packing set (2 req'd.)
5 31120 Packing seat ring (2 req'd.)
6 31117 Bearings (2 req'd.)
7 31118 Packing retainer (2 req'd.)
8 31119 Bearing retainer (2 req'd.)
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KWIK KLAMP

32459 Kwik Klamp (1.25” to 2.625” - 3,500 Ibs. capacity)

32460 Jaw w/screws (2 Req'd)

KWIK KLAMP 2

32461 Kwik Klamp 2 (2.5” to 4.5” - 7,000 Ibs. capacity)

32464 Gripper Carbide Tipped (16 Req'd)
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SLIP RINGS

NW

32288

AW

32291

NW

32292

32293

32295

32296

AW

HOLDING IRONS

NW

32298

AW

32301

NW

32302

32303

32305

32306
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HOISTING SWIVEL - H.D. - BALL BEARING TYPE

Part No.

32268

32269

32270

32272

32273

32274

32275

DRILL ROD RECOVERY TAPS *

Part No. Connection Rod Size Part No. Connection Rod Size
32307 AW A/ AW 32310 AW A
32311 AW AW
32308 BW BW 32312 BW BW
32309 NW N/ NW 32313 NW N/ NW

NOTE: *Right-hand rod thread - Right-hand tap thread

4215 Rider Trail North -

Central Mine Equipment Company
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DRILL ROD WIPERS
32366 A-Rod 9”
32367 AW-Rod 9”
32369 N-Rod 9”
32370 NW-Rod 9”
32371 HW-Rod 9”
32372 NW-Rod 12"
32373 N W/L-Rod 12"
32374 3.5”-Rod 12"
32375 4.5”-Rod 12"

32279

32283

DRILL ROD CLEAN-OUT TAPS

32280 32282

32284 32285

4215 Rider Trail North -
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